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MACRO
Maximum functionality
in a compact size



Macro
Highly efficient components 

Drastic glare reduction

Low maintenance costs

Ideal for lighting difficult environments

Industrial

Sports

Architectural

Catalogue 2024 273

WARRANTY



Macro

Macro

 S

Small size: linear and compact design.

Maximum functionality: electrical compartment compatible with most of the smart 
lighting devices.

Body material: single body in die-cast aluminium with incorporated heat sink. Extra-cle-
ar tempered glass screen.

Installation: suspension, ceiling, wall, architectural mounting, on busbar.

Shopping centers

Industrial buildings

Parkings

Outdoor sports facilities

Indoor sports facilities

Architectural lighting

Applications Main features
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Certifications

UNI EN ISO 9001:2015
IQ-0818-01

EN ISO 14001:2015
IE-0115-01



Wide range of photometries

Power available up to 200W

Ideal for outdoor applications

Macro

Macro 50

50

UNI EN ISO 9001:2015
IQ-0818-01

EN ISO 14001:2015
IE-0115-01



••

Macro 50

Technical features

Macro 50
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Applications Industrial, commercial and sports lighting: large indoor and outdoor areas
Device type LED floodlight
Mounting type Architectural, ceiling, on busbar with adjustable brackets, suspension with M8 eyebolts
Inclination See technical details 

IP66 | IK08
Electrical protection: EOS Protection System | Chemical protection: VOC Free

Effective power 75 ÷ 200 W
Nominal luminous flux 11.039 ÷ 37.104 lm (@ TJ=85°C, IF<500mA)
Luminaire efficacy Up to 160 lm/W 
Temperature Operating temperature: -40°C ÷ +45°C | Storage temperature: -40°C ÷ +80°C
Warranty Standard: 10 years | Optional: Lifetime
Energy rating ≥A+++ 

EN 60598-1 | EN 60598-2-5 | EN 62471 | EN 55015
EN 61547 | EN 61000-3-2 | EN 61000-3-3

Patents and certifications RoHS, CE, IP66, IK08, Photobiological Safety, EOS Protection System, VOC Free

Photometries Symmetric, rotosymmetric, elliptic
Light source HI power LED
Colour temperature 2.200K | 2.700K | 3.000K | 4.000K | 5.000K | 5.700K | 5 Step MacAdam
Colour rendering index CRI≥70 | CRI≥80 | CRI≥90
LED modules Independent and replaceable
Optics PMMA, modular and replaceable 
Light source efficiency  Up to 210 lm/W 
Light source life ≥100.000 hours  (L90B10 @ TJ=85°C, IF<400mA)

Standard: 175 ÷ 264 V AC. ± 10% | 50 / 60 Hz
Optional: 120 ÷ 277 V AC ± 10% | 50 / 60 Hz

LED power current IF<500mA
Driver Efficiency : > 95% | Power factor: PF > 0,97 (Active PFC)
Insulation class Standard: Class II    | Optional: Class I

Electrical connection

   
Optional: Additional electrical protection with SPD device: 10 kV  (C.M.) | 10 kV (D.M.)  | 10 kA 

Body: die-cast aluminium 
Screen: 4 mm extra clear tempered flat glass
Accessory: AISI 304 stainless steel

Dimensions Body: 563 x 394 x 93 mm | Dimensions with accessories: see technical details (pp. 237 – 238)
Weight Floodlight: 12,8 kg | Architectural: 2,5 kg | On ceiling / Busbar: 0,9 kg | Suspension: 0,3 kg
Wind exposure Frontal: 0,22 m²  | Lateral:   0,03 m ²  
Colour Standard: RAL 9023 (Pearl dark grey)  |  Optional: Customizable RAL colour on request 

Electrical protection

Mechanical features

Materials

Main features

Protection rating

Reference standards

Optical features

Electrical features

Power supply

Tolerance: luminous flux +/-5%, power +/- 5%, dimensions +/-1%, weight +/-3%

Standard: Outgoing power cable HØ7RN-F (length: 0,5 m)
Optional: IP66 Socket/Plug connector kit
Standard: Common Mode: 10 kV | Differential Mode: 6 kV



Macro 50
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Power and control systems

PRG5:  automatic control up to 5 profiles

DIM:  1-10V analogue control

CLO LITE: constant lighting control 
during the lifetime with a single profile

PRG5:  automatic control up to 5 profiles

DALI: DALI digital control 

CLO FULL: constant lighting control during 
the lifetime up to 20 profiles

PLV: Voltage control

DCE: Interface for centralised emergency 
lighting

PRG5:  automatic control up to 5 profiles

DALI: DALI 2.0 digital control 

CLO FULL: constant lighting control during 
the lifetime up to 20 profiles

AUX: Auxiliary command 24V / 3W 

DCE: Interface for centralised emergency 
lighting

LP - Lite programmable FP - Full programmable SR - Full programmable sensor ready 

NEMASCK.7: 
Radio control by 7-PIN NEMA SOCKET device

ZHAGASCK: 
Radio control by ZHAGA SOCKET device

100%

Power

Time

ON

D1: Time frame  ON - 23:59 Power 100%

Switching on time

OFF

Switching off time
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D1

PRG module

CLO FULL Function

D2: Time frame  00:00 - 00:59 Power 75%

D4: Time frame  02:00 - 03:59

The CLO function allows to gradually increase the level of light 
output over time from a lower initial luminous flux up to 100%, 
thus compensating the luminous flux degradation of the LED 
module during the lighting fixture entire lifetime. 
It can also serve as a means to reduce energy consumption.

The PRG module allows to control and reduce the 
luminous flux of the lighting fixture from 10% to 
100% of the maximum value, without the use of 
dedicated cables.

Power 25%
D5: Time frame  04:00 - OFF Power 60%

D3: Time frame  01:00 - 01:59 Power 50%
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Macro 50

Exploded view drawing  

High-pressure die-cast
aluminium Screen

Tool-free removable power
section, easy maintenance

Silicon gasket, IP66 
protection degree

High-efficiency LED driver
+ EOS protection

Extra-clear screen-printed 
tempered glass, IK08 
impact protection rating 

Air vent valve

Macro 50

Catalogue 2024278

5050 LED modules assembled with 
screws and connectors, easy to 
replace for quick maintenance



MacroMacro 50

Macro 50
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Item code composition

Output flux multiplier - Light intensity class
In order to calculate the real flux of the device, the efficiency of the chosen optic must be multiplied by the nominal light flux value shown in the table.
Each optic corresponds to a class of light intensity G*.

R1 0,77  G*6 E3 0,82   G*4 25 0,88        G*6   50 0,91       G*6  100 0,86        G*6   

Series Model
SS - MM - - - -

MACRO - 50 - 75W 180W - 22 2.200 K 70 CRI>70 - - 9023 Pearl dark grey
- RRRR Customizable 

RAL colour
100W 200W 27 2.700 K 80 CRI>80
120W 30 3.000 K 90 CRI>90

E**
R**

Elliptic (** = from 1 to 99)
Rotosymmetric (** = from 1 to 99)

*** Symmetric (*** = from 00 a 999)
140W 40 4.000 K
160W 50 5.000 K

57 5.700 K

Optic
ZZ

CCT CRI RAL colour
XX YY RRWW

Power

a = 563 mm  |  b = 394 mm  |  h1  = 95 mm  |  h2 = 119 mm

L = 0,5 m outgoing cable standard length
Dimensions Weight 12,8 Kg

h1a

b
h

2

Technical drawing

Models

 Product item code
[ss-mm-wwW-xxyy-zz-rr]

Power Nominal luminous flux
[xxyy]

4070
5070
5770

3070 2770
4080

2270
2780
3080
5790

W lm

MACRO-50-75W-xxyy-zz-rr  75,4            14.414          13.758          12.576    11.039 

MACRO-50-100W-xxyy-zz-rr  99,6            18.552          17.703          16.173    14.158 

MACRO-50-120W-xxyy-zz-rr  120,5            22.255          21.136          19.218  16.928   

MACRO-50-140W-xxyy-zz-rr  140,9            25.387          24.116          21.993  19.337   

MACRO-50-160W-xxyy-zz-rr  160,7             29.349            27.989            25.573    22.379   

MACRO-50-180W-xxyy-zz-rr  180,1            32.390          30.856          28.198  24.631   

MACRO-50-200W-xxyy-zz-rr
 189,9            35.583          33.974          31.034  27.165   

 201,4            37.104          35.407          32.347  28.316   
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Macro 50

Photometries Macro 50

More photometries are available on request
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STANDARD

Mounting accessories

Kit of 4 eye bolts for suspension mounting KM-MACRO-SPS
25

R5,5
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c3

Bracket for ceiling mounting KM-MACRO-PLF

OPTIONAL

b1 = 153 mm  |  b2 = 93 mm  |  c1 = 145 mm  |  c2 = 215 mm  |  c3 = 60 mm

a = 563 mm  |  h = 394 mm
Dimensions Weight 0,9 kg

h1 = 95 mm  |  h3 = 131 mm

a = 563 mm  |  b = 394 mm  |  L = 1 m outgoing cable standard length
Dimensions Weight 0,3 kg

h1

h3
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